Consulting Engineers & Geologists, Inc.

812 West Wabash, Eureka, CA

PROJ. NAME: Fir Haven Shell

PROJ. NUMBER: 001032
DRILLER: Mitchell Drilling

DRILLING METHOD: HSA

SAMPLER TYPE: CA Mod. Sp. Spn./5' Core Barrel

ph. (707) 441-8855 fax. (707) 441-8877

LOCATION: Miranda, CA

TOC ELEVATION:

DEPTH OF BORING/WELL:
DEPTH TO FIRST WATER:

SCREEN INTERVAL:

339.23 Feet (NAVD 1988)
30.0/ 30.0 Feet BGS

~21.0 Feet BGS

15.0-30.0 Feet BGS
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| Gravel cover, fine to medium, Flushmount Christy Box
rounded, loose, dry to damp = Locking Cap
-1
SAND, fine to medium, silty, with _ Concrete
gravel, fine to coarse, subrounded, "
-2 light brown, damp to slightly moist /3
I 3 ? ?
? ?
B 7
335 ? ?
o 0 3 Clay present ? ? 2" SCH 40 PVC Blank
S0 |3 CA Mod. SS from 5.0- / /
-6 100 | ¢ 8.0 Feet BGS / /
° 7
0 |3 / /
-7 o |3 / /
8 ? ? Neat Cement
P 7
7
330 2 2
- 10 - " =
SAND, fine, gravelly, fine to coarse, =1 [=]
30 up to 2", angular to subrounded, Switched to 5' Core = =
-o11 with clay and silt, moist, reddish Barrel (10.0-30.0 Feet = =
brown, medium dense BGS) =1 [=]
6.0 ={ =] Bentonite Seal
F 12 = 5
L 13 — =
- 14
#2/12 Monterey Sand
3257
- 15 1 - —
CL CLAY, gravelly, fine to coarse, up to —
30 2", sandy, fine, slightly moist, soft, —
- 16 light brown, hydrocarbon odor —
250 . Z throughout, 2" sandstone clast in —
shoe, — 2" SCH 40 PVC Screen
L 17 — (0.010")

The log and data presented are a simplification of actual
conditions encountered at the time of drilling at the

drilled location. Subsurface conditions may differ at other
locations and with the passage of time.
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SILT, trace clay, with layered leaves #2/12 Monterey Sand
and twigs, moist, soft, dark grey
- 21 z
GRAVEL, fine to medium,
subrounded, sandy, fine, few fines,
22 light grey, wet, loose, 1.5" thick silt
450190 lense at ~22.25'
- 23
SILT, with clay, with sand, fine, dark
grey, moist, soft to medium stiff,
L 24 clay content decreases 2" SCH 40 PVC Screen
315+ (0.010")
- 25 —
- 26
50 |60 SILT, gravelly, fine to coarse, up to
2", subangular to subrounded,
- 27 w7 10 GW:;XZ moist, soft to medium stiff DTW=27 2 Feet BGS
(O GRAVEL/SANDSTONE, fine to (11/14/04)
- 28 < coarse, angular, up to 2", sandy,
fine, light brown, orange-brown
along fractures, dense, dry to damp
- 29
310
- 30 = Threaded PVC Endcap
- 31 .
Total depth of boring = 30.0 Feet
BGS
- 32
- 33
- 34
305
- 35

The log and data presented are a simplification of actual

conditions encountered at the time of drilling at the BO R I N G LOG Page Number 2 of 2

drilled location. Subsurface conditions may differ at other
locations and with the passage of time.




